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Printing labels with HP Indigo technology requires 
adding a topcoat to your materials. However, 
priming materials can be challenging, especially 
with materials that have special finishes or 
textures. Pre-priming materials is the best way  
to ensure uniformity of the topcoat on the 
substrate and preserve color accuracy.

The wide variety of materials in our HP Indigo 
Portfolio are pre-primed in our manufacturing 
facilities, ensuring uniform application, higher 
color accuracy and optimal performance — 
plus all the advantages that come with printing  
on HP Indigo presses and digital printers. 

HP Indigo

• More than 150 pre-primed self adhesive and  
 Avery Dennison Rapid-Roll® materials, plus the  
 flexibility to create your own custom construction
• More uniform topcoat application ensures more  
 consistent color transfer, regardless of material 
• Reliable performance regardless of material
• The industry’s technical support services

Wine and spirits/Food/Home and personal care
Reclosures and removables/General purpose

Applications

Key Features
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For more information on technical performance and printing recommendations, please refer to the respective datasheets. Please note 
that the Avery Dennison product range and service offering can be subject to changes. For an accurate overview, please check our website 
label.averydennison.eu or contact your local Avery Dennison sales representative.

DISCLAIMER — © 2020 Avery Dennison Corporation. All rights reserved. Avery Dennison and all other Avery Dennison brands, this 
publication, its content, product names and codes are owned by Avery Dennison Corporation. All other brands and product names are 
trademarks of their respective owners. This publication must not be used, copied or reproduced in whole or in part for any purposes 
other than marketing by Avery Dennison. All Avery Dennison statements, technical information and recommendations are based on tests 
believed to be reliable but do not constitute a guarantee or warranty. All Avery Dennison products are sold with the understanding that 
purchaser has independently determined the suitability of such products for its purposes. All Avery Dennison’s products are sold subject 
to Avery Dennison’s general terms and conditions of sale, see terms.europe.averydennison.com.

Conformable films
 Code Product Name MOQ(m2)  Lead time (days)

White AQ206 DIG INDI PE85 Top White S692N-BG40WH FSC 970  (ext) 1

 AS858 DIG INDI PE85 Top White UVR145-BG45WH FSC 1,000  7 

Clear AQ814 DIG INDI PE85 Top Clear S692N-BG40WH FSC 970  (ext) 1

 AS839 DIG INDI PE85 Top Clear R5000N-BG40WH FSC 1,000  7

Rigid films
 Code Product Name MOQ(m2)  Lead time (days)

White AP884 DIG INDI PP Top White S692N-BG40WH FSC 970  (ext) 1

 BA008 DIG INDI PP Top White R5000N-BG45WH FSC 1,000  7

Clear BA023 DIG INDI PP Top Clear R5000N-BG40WH FSC 1,000  7

 AN196 DIG INDI PP Top Clear S692N-BG40WH FSC 970  (ext) 1

Silver  BQ154 DIG INDI PP Top Silver R5000N-BG40WH FSC 1,000  7

 AZ268 DIG INDI PP Top Silver S692N-BG40WH FSC 970  (ext) 1

Papers
 Code Product Name MOQ(m2) Lead time (days)

Machine Coated BK733 DIG INDI MC80 TOP FSC S2550-BG40BR 970 (ext) 1 

 AN534 DIG INDI MC80 TOP FSC S2045N-BG40BR 970 (ext) 1 

 AP447 DIG IND MP PL Silver FSC S2000N-BG40BR 970 (ext) 1 

 AO213 DIG INDI MC80 TOP FSC R5000N-BG40BR 1,000 1

High Gloss AS824 DIG IND HGW PREM TOP FSC R5000N-BG40BR 1,000 14 

 AQ211 DIG IND HGW PREM TOP FSC S2000N-BG40BR 1,000 2 

Wine Range* AT043 DIG INDI Rustique BL FSC S2047N-BG45WH 332 (rw) 1

 BU583 DIG INDI Rustique CR FSC S2047N-BG45WH FSC 1,000 7 

 AT082 DIG INDI Verge BL FSC S2047N-BG45WH FSC 332 (rw) 1

 AT074 DIG INDI Verge CR FSC S2047N-BG45WH FSC 1,000 7

 AQ988 DIG INDI Martele BL FSC S2047N-BG45WH IMP FSC 332 (rw) 1

 BF732 DIG INDI Sable BL FSC S2047N-BG45WH FSC 1,000 7 

 AQ993 DIG INDI Frozen OR FSC S2047N-BG45WH IMP 1,000 1

 AU589 DIG INDI Antique CR FSC S2000N-BG40BR 1,000 14 

 AV349 DIG INDI Epique FSC S2030-BG45WH HR 1,000 7 

 BQ185 DIG INDI Artisan FSC S2047N-BG45WH FSC 1,000 7 

 BT341 DIG INDI Natural Bois S2047N-BG45WH FSC 1,000 14 

    *Standard constructions with S2047N (hot-melt) adhesive and BH45WH (glassine liner). Some products also available with S2030 (emulsion) adhesive and PET (film) liner.  
Day(s) = Business day(s)          (ext) = Fasson® EXACTtm service          (rw) = Fasson® Ready Widthtm service


